
  

 

 

 

 

 
 

 
  

 

 

 

SPECIFICATIONS 

PART NUMBERS

LED TYPE
LUMINOUS FLUX (±5%)
EFFICACY (5000K Ra80)

BEAM ANGLE

L2B070-40VSD-xx L2B070-50VSD-xx

LED 2835

130LM/W

40*100o, 60*90o , 70*100o , bilateral asymmetric 25o, 90*100o , 120o 

L2B120-40VSD-xx L2B120-50VSD-xx

L I G H T . E N E R G Y. S O L U T I O N S.

NSF-APPROVED,
FOOD-GRADE HIGHBAY

LINEAIRE
SERIES V2

5

OPTICAL DATA

ELECTRICAL DATA

 
POWER CONSUMPTION (±5%)
POWER SUPPLY
INPUT VOLTAGE
POWER FACTOR
SURGE PROTECTION
DRIVER TYPE
CONTROL

Sosen Driver

100-240VAC, 100-277VAC, 50/60 Hz

>0.9

4kV line-line, 4kV line-earth

Constant Current (CC)

1-10V dimmable / non-dimmable

 

 

 

 

 

 
 

 

 
PRODUCT DIMENSION
LUMINAIRE NET WEIGHT
OPERATING TEMPERATURE
MATERIAL

FINISH
FIXTURE COLOUR
IK RATING
IP RATING
LIFE TIME OF LED @TA=25OC

MOUNTING OPTION

OTHERS

-30oC to +45oC

Housing : Aluminum Alloy

Optics : Polymethyl Methacrylate Optical Lens

Anodizing

Aluminum Colour

IK06

IP66

59000 hrs - L90

132000 hrs - L80

215000hrs - L70

70w 120w

9100 LM 15600 LM

629 x 86 x 114 mm

2.3±0.3 kg

1209 x 86 x 114 mm

3.5±0.3 kg 

CORRELATED COLOR 
TEMPERATURE

5000K (3000K, 4000K optional)

Ceiling Mounting Suspension Mounting


